










A prefabricated flashing device stretches around pipes and 
seals them. This product is manufactured by QuickFlash.

Cutting holes that are larger than necessary 
to accommodate penetrations, like this vent, 

defeats the purpose of a housewrap.

A housewrap can be over-fastened. Every staple through a 
WRB is a potential water leak. Wrap caps are a better option.

There is an enormous amount of confusion 
in the field about the correct way to flash 
windows and doors. The No. 1 problem  
I see relates to flashing sequence.

Image 13
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WANTED
REWARD

If this describes you and you’d like to be considered for inclusion in our 
dealer program, please contact Jack Maschmeier at (866) 234-5010 
x1585 or via email at JackM@HomePlusFinance.com. A limited number 
of dealer openings remain.

www.HomePlusFinance.com
© 2010 HomePlus Finance Corp.

Your Credit Turndowns!

   Minimum business net worth of $50,000.
    A business offi ce (you do not work out of your home).
    A minimum of two years in business with the same name.
    No personal or business bankruptcies in the last 36 months.
    A valid business liability insurance policy.
    All necessary licensing.
    Annual minimum sales of $500,000 per year.

     

The Best Financing Program in 
the Home Improvement Industry
� Both Secured and Unsecured Loan Programs Available.
� Fast Approvals and Fundings.
� No Equity Necessary and Perfect Credit is NOT Required!

What To Do Next:

But We’re “Picky” About Who We Work With. 
Please Respond Only If You Have:



dow has been installed. It should lap over the 
window/door flange to prevent wind-driven 
water from getting past the window/door into 
the rough opening.

•	 Step 3: Install head flashing from the nail fin at 
the window/door head onto the wall sheath-
ing, which is illustrated in Image 18. Reinstall 
the housewrap over the head flashing.

7: �Improper Head Flashing 
and Sealants

Image 19 depicts what water running down a wall 
“sees” as it approaches the head of the window. 
This reinforces how important it is to properly seal 
and flash at the window head. Sealant alone won’t 
keep water out. If the sealant ever separates and 
fails, there is an entry point for water. Always use 
compatible sealants and flashing.

The head flashing on the window in Image 
20 is reverse lapped over the housewrap. Before 
applying the head flashing, a flap needs to be 

cut in the housewrap so the head flashing can 
adhere directly from the nail fin at the window 
head onto the wall sheathing. 

It pays to install materials correctly the first 
time. Your success does not depend on how 
much money you make; it depends on how 
much money you get to keep. Controlling call-
back costs starts with taking a whole-system 
approach to water management. Ensure crews 
are well trained and have detailed checklists to 
follow that address each step to achieving proper 
moisture management. EC

Steve Easley is an internationally known con-
struction consultant who specializes in solv-
ing building-science-related problems and 
providing best-practice training and seminars 
about high-performance building techniques.  
He can be reached at steve@steveeasley.com.

The head flashing on the window is reverse lapped over the housewrap.

Water running down 
a wall “sees” an entry 
point as it approaches 
the head of a window. 
The window head must 
be properly sealed  
and flashed to avoid 
water entry.

The sill flashing was correctly installed before 
the window.

Proper sequencing will ensure a window is 
watertight. In this final step of installation, the 
head flashing should be installed from the nail 
fin at the window head onto the wall sheathing.

The sill flashing is improperly applied over 
the top of the nail fin below the window. In a 
correct installation, the sill flashing should be 
installed before the window.

Image 16
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Image 19

Image 20

Image 18
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Exterior Contractor: Housewrap


